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Abstract Low-frequency quadrature conductivity spectra of siliclastic materials exhibit typically a charac-
teristic relaxation time, which either corresponds to the peak frequency of the phase or the quadrature con-
ductivity or a typical corner frequency, at which the quadrature conductivity starts to decrease rapidly
toward lower frequencies. This characteristic relaxation time can be combined with the (intrinsic) formation
factor and a diffusion coefficient to predict the permeability to flow of porous materials at saturation. The
intrinsic formation factor can either be determined at several salinities using an electrical conductivity
model or at a single salinity using a relationship between the surface and quadrature conductivities. The dif-
fusion coefficient entering into the relationship between the permeability, the characteristic relaxation time,
and the formation factor takes only two distinct values for isothermal conditions. For pure silica, the diffu-
sion coefficient of cations, like sodium or potassium, in the Stern layer is equal to the diffusion coefficient of
these ions in the bulk pore water, indicating weak sorption of these couterions. For clayey materials and
clean sands and sandstones whose surface have been exposed to alumina (possibly iron), the diffusion coef-
ficient of the cations in the Stern layer appears to be 350 times smaller than the diffusion coefficient of the
same cations in the pore water. These values are consistent with the values of the ionic mobilities used to
determine the amplitude of the low and high-frequency quadrature conductivities and surface conductivity.
The database used to test the model comprises a total of 202 samples. Our analysis reveals that permeabil-
ity prediction with the proposed model is usually within an order of magnitude from the measured value
above 0.1 mD. We also discuss the relationship between the different time constants that have been consid-
ered in previous works as characteristic relaxation time, including the mean relaxation time obtained from a
Debye decomposition of the spectra and the Cole-Cole time constant.
1. Introduction
The complex conductivity of porous rocks is composed of an in-phase conductivity associated with the elec-
tromigration of ions in a porous material and a quadrature conductivity characterizing the ability of the
porous material to store reversibly electrical charges [e.g., Vinegar and Waxman, 1984]. Such charge storage
has been demonstrated to be related to the reversible polarization of the electrical double layer coating the
surface of the grains [e.g., Schwarz, 1962; Grosse, 2009; Vaudelet et al., 2011a, 2011b]. Complex conductivity
can be imaged in the field using either galvanometric or induction-based methods [Kemna et al., 2004;
Karaoulis et al., 2011; MacLennan et al., 2014]. Thanks to recent developments in introducing geological con-
straints or structural constraints from seismics and georadar in the tomography of DC resistivity [e.g., Linde
et al., 2006; Doetsch et al., 2010; Bouchedda et al. 2012; Zhou et al., 2014], complex conductivity can be now
imaged in the field with an increasing level of accuracy and potentially used to image permeability with
some confidence level that remains to be determined.
In the shallow subsurface (<100 m), the quest for permeability tomography remains one of the key drivers
of hydrogeophysics given its control on groundwater flow and solute transport. Over the last three decades,
a number of studies have shown that parameters derived from complex conductivity spectra can be used
to predict permeability directly [for instance, Slater and Lesmes, 2002; Binley et al., 2005; Revil and Florsch,
2010; Titov et al., 2010; Koch et al., 2011, 2012]. Some other works have shown that complex conductivity
spectra are sensitive to some textural parameters controlling permeability such as the main pore-throat size
[Scott and Barker, 2003], the pore size distribution [Revil et al., 2014a], or the surface area per pore volume
ratio [Kruschwitz et al., 2010].
Key Points:
 Permeability is related to a relaxation
time and the formation factor
 Time constant and formation factor
are obtained from induced
polarization
 The relationship is tested against a
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Models describing the relationships between the complex conductivity and the permeability fall into two
categories. The first set of models exploit either the magnitude of the quadrature conductivity or normal-
ized chargeability and the formation factor [e.g., B€orner et al., 1996; Worthington and Collar, 1984; Revil and
Florsch, 2010; Weller et al., 2015b]. The second set of models use a relaxation time extracted by some means
from the spectra, which is assumed to be characteristic of the hydraulically effective length scale [e.g., Pape
and Vogelsang, 1996; Binley et al., 2005; Revil et al., 2012]. Our approach, in this paper, belongs to this second
category.
Our goal is to test further the petrophysical model developed recently by Revil et al. [2012] based on the
peak frequency of the phase or quadrature conductivity and the intrinsic formation factor (i.e., corrected for
surface conductivity). We test this model on a broader database than used so far and we develop a com-
plete methodology to determine permeability from induced polarization tomography. The database used
in the current study includes four data sets with a total of 202 core samples including a total of 40 new sam-
ples. Data set 1 corresponds to a total of 22 clean sands and sandstones. Data set 2 includes essentially 36
sandstones and low-porosity Fontainebleau sandstones (porosity below 0.16). Data set 3 corresponds to 18
sandstones. The complex conductivity spectra of the core samples belonging to data sets 1–3 have been
obtained in the frequency domain. Data set 4 corresponds to the 123 sandstones from the database of
Tong et al. [2006a] measured in the time domain. Since in the above mentioned studies different relaxation
time parameters were considered as a characteristic relaxation time for permeability estimation, we also
analyze the general relationships between these parameters for a typical spectral response with Cole-Cole
type behavior.
2. Background
We first review the fundamental equation developed by Revil et al. [2012] to determine the permeability
using a characteristic frequency (such as the peak frequency) and the intrinsic formation factor and then
discuss its assumptions.
2.1. The Characteristic Relaxation Time of Polarization
The complex electrical conductivity of a porous rock, r  ðxÞ, is expressed as
r  ðxÞ5jrðxÞjexp iuðxÞð Þ; (1)




the pure imaginary number, uðxÞ (rad) denotes the
phase lag between the current and the voltage, and jrðxÞj (S m21) the amplitude of the conductivity. To
account for the amplitude of the conductivity and the phase, the conductivity can be written as a complex
number
r  ðxÞ5r0ðxÞ1ir00ðxÞ; (2)
where r0 ðxÞ (0) and r00 ðxÞ (0) denote the in-phase and quadrature components of the complex conduc-
tivity, respectively. This convention is from Fuller and Ward [1970] and Keller [1988]. Note that some authors
use another convention with r  ðxÞ5r0 ðxÞ2ir00ðxÞ and therefore r00 ðxÞ is positive. Further information
regarding the experimental procedure and the experimental apparatus used to obtain spectra in
frequency-domain induced polarization can be found in Vinegar and Waxman [1984], Zimmerman et al.
[2008a, 2008b], Revil and Skold [2011], and Okay et al. [2014].
In this paper, we base our analysis on three observations made by Revil and coworkers in their recent
papers [Revil et al., 2012; Revil, 2013a,b; Revil et al., 2014a]:
1. Low-frequency quadrature conductivity spectra usually exhibit one of two types of behavior, each of
them characterized by their own characteristic frequency (see discussion in Revil [2013b] and Figure 1)
and thus relaxation time. These two behaviors can be observed in the spectra displayed in Figures 1–6.
Type A (Figure 1) corresponds to spectra showing a well-defined frequency peak. The clayey sandstones
of Figures 3a and 6, the St Bees sandstones of Figure 4, and the Saprolite core sample and the sand of
Figure 5 all exhibit a well-defined frequency peak. In this case, we can pick the peak frequency (using, for
example, a polynomial function), fp, and relate it to a peak relaxation time sp5 1/(2pfp). There is another
family of spectra displaying a characteristic ‘‘corner’’ frequency, fc, at which the quadrature conductivity
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starts to decrease rapidly toward lower frequencies (Type B, Figure 1), again related to a relaxation time
sc5 1/(2pfc). Figure 3 shows such type of spectrum for the Berea sandstone. In this second case, we can
fit a linear function to the low-frequency decay and the plateau and we look for the intersection between
the two lines in a log-log plot. There are exceptions to this rule especially for rocks such as tight oil and
gas shales for which the strength of the phase (or quadrature conductivity) continuously increase with
the frequency [Revil et al., 2013b; Woodruff et al., 2014]. This is especially the case for porous materials
characterized by small pore sizes associated therefore to a high-frequency induced polarization, which
overlaps with the Maxwell-Wagner polarization. Some authors have also reported flat spectra over a nar-
row range of frequencies [Vinegar and Waxman, 1984]. Since however the physics of induced polariza-
tion dictates that the quadrature conductivity and the phase need to go to zero at zero frequencies (as
implied by the Kramers Kronig relationships of causality), it implies that these authors did not investigate
frequencies that were low enough to see the corner frequency mentioned in the Type B spectra above.
2. The distribution of relaxation times is obtained through a deconvolution with an appropriate relaxation
model describing the polarization response of an individual pore [e.g., Titov et al., 2002]. Therefore, the
distribution of relaxation times is closely related to the pore size distribution, which can be determined
to some extent by the capillary pressure curve [e.g., Revil et al., 2014a]. The idea that the distribution of
relaxation times and the pore size distribution are connected can be found in the works of, for example,
Vinegar and Waxman [1988] and Tong et al. [2006a]. In recent studies, the decomposition has been per-
formed on the basis of the Debye relaxation model, and frequently the geometric mean value of the
resultant Debye relaxation time distribution, smD, is considered as a characteristic relaxation time [e.g.,
Tong et al., 2006a; Nordsiek and Weller, 2008]. However, other definitions of a characteristic relaxation
time have also been used [e.g., Zisser et al., 2010], and the most appropriate choice still remains unclear.
For Type B, the corner frequency may correspond to the largest pores controlling permeability.
3. Models predict a characteristic relaxation time, s0, which is associated with a characteristic pore size K
according to [Revil et al., 2012]
Figure 1. Classification of the absolute value of the quadrature conductivity curves. At low-frequency, we observe either a well-defined
polarization peak (Type A) or a plateau (Type B). In the first case, the characteristic relaxation time is taken as the inverse peak frequency,
which can be obtained through a polynomial fit of some data points and then looking for the inflexion point of the polynomial function.
In the second case, we pick the characteristic ‘‘corner’’ frequency at which the quadrature conductivity starts to decrease rapidly toward
zero (typically with a frequency dependence as f21/2), and consider its inverse as the characteristic relaxation time. This involves fitting the
plateau and the low-frequency decay with two straight lines and looking for the cross point of the two lines in a bilogarithmic plot. In both
cases, the characteristic frequency is indicated by the vertical arrow. In both cases, the uncertainty in the quadrature conductivity measure-
ments can be used to assess the uncertainty regarding the relaxation time. The parameters sc and sp denote the corner relaxation time
and the peak relaxation time, respectively.
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where Dð1Þ denotes the diffusion
coefficient of the counterions in
the Stern layer, the inner part of
the electrical double layer. In
equation (3), K is considered to
be the length scale used by Avel-
laneda and Torquato [1991] and
the numerical constant is some-
what arbitrary (see Revil [2013a]
for details). Equation (3) implies
that the characteristic relaxation
time is expected to be poorly
dependent on the salinity, which
is indeed supported by a number
of experimental data (as shown,
for example, in the spectra ana-
lyzed in Figure 5, for both a clayey
saprolite and a clean sand). For
our analysis, we assume that,
depending on the observed spec-
tral behavior (Type A or Type B),
the relaxation times sp or sc,
respectively, are representative
values for the relaxation time s0,
which is related to the characteris-
tic length scale according to equa-
tion (3). Klein and Sill [1982] show
that increasing clay content in a
mixture with glass beads is
responsible for an increase of the
time constant s0. As discussed
below in section 2.3, this experi-
mental result is consistent with
equation (3) since despite the
reduction of the pore size, there is
a strong reduction of the diffusion
coefficient for clays by compari-
son with (pure) silica beads. Note
that depending on the local
radius of curvature of the inter-
face between the solid phase and the pore space, it is possible that the relaxation time can be associated
with the grain size for colloids. This matter still needs to be investigated in detail.
2.2. Connection to Permeability





where F denotes the intrinsic formation factor of the material (dimensionless). From equations (3) and (4),
the permeability can be determined from the characteristic relaxation time s0 and the intrinsic formation
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Figure 2. (left) Typical spectra for the absolute value of the quadrature conductivity for
the high and low-porosity Fontainebleau sandstones. The arrows show the position of the
characteristic frequency taken to predict the permeability. The xe1 behavior at high fre-
quencies corresponds to the Maxwell-Wagner polarization and should not be misled with
potential electromagnetic inductive and capacitive coupling effects. Measurements above
1 mHz with an uncertainty higher than 10% (computed on three cycles) and with a phase
below the apparatus sensitivity (0.1 mrad below 100 Hz) are not shown. Data shown for a
pore water conductivity of 165 lS cm21 and a pH of 7.2.
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This equation is the key equation used in this paper. Johnson et al. [1986] noted that the ratio 8Fk/K2 in fact
tends to be between 1.4 and 2.5 (although this was based on a small data set). Therefore, the factor 4 in
equation (5) can be questionable.
According to equation (5), the formation factor and the characteristic relaxation time are equally important
in defining the permeability of the porous medium. Tong et al. [2006a] observed that using the (intrinsic)
formation factor rather than the connected porosity alone improves the predictive capabilities of the for-
mula used to predict permeability from the relaxation time. In the laboratory, the formation factor can be
Figure 3. Typical examples of Type A (clayey sandstones from Revil et al. [2014a]) and Type B spectra (Berea sandstone from Lesmes and Frye [2001]). The Berea sandstone is a sandstone
with a relatively minor clay content. The filled circles and squares correspond to the measurements with two distinct acquisition protocols. The arrows show the position of the charac-
teristic frequency used to predict the permeability. The size of the thin section images is 1 mm in x. Uncertainty on the measurements is typically around 5% at low frequencies and 1%
or less at high frequencies. High frequencies (>100 Hz) can be contaminated with electromagnetic coupling effects. The logarithm is taken for the absolute value of the quadrature
conductivity.
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determined using the in-phase conductivity alone. However, such determination requires doing conductiv-
ity measurements at least at two salinities [Vinegar and Waxman, 1984]. Some authors determine their for-
mation factor using a single high-salinity measurement. While this methodology is generally fine for most
core samples, care should be taken for materials characterized by a high surface conductivity. Indeed, there
is no guarantee that the effect of surface conductivity is negligible at high salinities, especially for smectite-
rich materials [Bernabe and Revil, 1995].
Recent works indicate that the intrinsic formation factor can also be determined from the complex conductiv-
ity measured at a single salinity using a new relationship between the surface and quadrature conductivities
(for details, see Revil [2013a],Weller et al. [2013], and Revil [2014]). Note that equation (5) exhibits some similar-
ities to the empirical equation found by Tong et al. [2006a] for their experimental data set: k56:0310214s01:60
F20:81 (where k is in m2 and s0 in s, and where the geometric mean Debye relaxation time is taken for s0).
2.3. The Diffusion Coefficient
According to Van Olphen and Waxman [1958], clay minerals are characterized by a compact electrical dou-
ble layer coating the grains with a high fraction of the counterions strongly sorbed on the mineral surface.
They claim that the ions of the Stern layer (the inner part of this electrical double layer) of clay minerals
have a mobility much smaller than in the diffuse layer and the bulk pore water. Van Olphen and Waxman
[1958] stated that silica have, in contrast, a well-developed diffuse layer with no indication of specific
adsorption forces between surface and counter ions. Carroll et al. [2002] showed that the surface of silica in
contact with a NaCl solution possesses a Stern layer of very weakly sorbed counterions characterized by























































St Bees sandstone (5 mM NaCl, 0.056 S/m)
Figure 4. Absolute value of the quadrature conductivity spectra for the seven samples of the St Bees sandstone from UK used in this study
(see Table 2, 5 mM NaCl, conductivity: 0.056 S m21 at 258C). The core sample was obtained from the same core. Note that in the frequency
range 0.01–1 kHz, the quadrature conductivity spectra are characterized by a clear peak frequency, which is the characteristic frequency
used in our prediction of the permeability.
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layer of silica is probably the same as in
water [Carroll et al., 2002]. We will
advocate also, below, that a small
amount of alumina can change drasti-
cally the properties of the surface of
silica and we will divide the data into
pure silica and clayey sands, this dis-
tinction being entirely based on the
electrochemical properties of mineral
surfaces.
The value of the diffusion coefficient
Dð1Þ entering our model is related to
the mobility of the counterions in the




T denotes the absolute temperature (in
K), kb denotes the Boltzmann constant
(1.3806 3 10223 m2 kg s22 K21), jqð1Þj
is the charge of the counterions in the
Stern layer coating the surface of the
grains. For clays, bSð1Þ (Na
1, 258C)5 1.5
3 10210 m2 s21 V21 yields Dð1Þ (Na
1,
258C)5 3.8 3 10212 m2 s21 [see Revil
2012, 2013a, 2013b]. For clean sands
and sandstones, the mobility of the cati-
ons in water leads to a diffusion coeffi-
cient of Dð1Þ (Na
1, 258C)5 1.3 3 1029
m2 s21. Thus, the concept that there are
two values for the mobility of the coun-
terions implies in turn that there are two
discrete values for their diffusion coeffi-
cients, one for clean sands (pure sili-
cates) and one for aluminosilicates
(clays) and silicates contaminated with
alumina. Accordingly, equation (5) can
be used with Dð1Þ5 3.83 10
212 m2 s21
at 258C for clayey sandstones and
Dð1Þ5 1.3 3 10
29 m2 s21 at 258C for
clean sandstones with clean silica surfa-
ces (see Revil [2012] for an extensive dis-
cussion of this point). We will discuss again this point at the end of the paper but the readers are directed to
Revil [2014] for further discussion and Weller et al. [2015a] for a contrasting opinion based on a new set of
experimental data.
In the case of Fontainebleau sandstones, Revil et al. [2014b] pointed out that despite the fact that the Fontaine-
bleau sandstone is a clean sandstone (99.8% silica), its surface properties are not those of pure silica. They
explained that the silica cement of the Fontainebleau sandstone possess a number of impurities (Fe, Al) modifying
its interfacial properties [Chappex and Scrivener, 2012]. This is consistent with our findings (shown later) that low-
porosity Fontainebleau sandstones have properties similar to clayey materials while high-porosity Fontainebleau
sandstones have properties similar to pure silica. Therefore, for natural sandstones, if the surface of the grains is
contaminated by alumina and iron, it is possible that their surface will exhibit a behavior closer to the surface of
clayey materials. Figure 7 shows that alumina can be easily incorporated into silica and transform the properties
of the mineral surface in creating aluminol and silanol surface sites like in clays [Iler, 1979]. The strong affinity of





















Saprolite - Sample S16























Clean sand from New-Zealand
KCl
Frequency (Hz)
Figure 5. Influence of salinity upon the peak frequency. (a) Quadrature conduc-
tivity spectra of a saprolite core sample at five different salinities (NaCl) showing
how the peak relaxation time is poorly dependent on the salinity of the pore
water. The peak frequency is shown by the arrow. (b) Phase for a clean sand from
New Zealand (Sample 1, data from Joseph et al. [2015], reproduced with the per-
mission of the authors). The sand is saturated by KCl solutions at different salin-
ities. The peak frequency is shown by the arrow.
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recognized in the literature [Ishido and Mizutani, 1981]. In our case, it means that the distinction that should be
done between a ‘‘clayey sand behavior’’ and a ‘‘clean sand’’ behavior is not controlled by the amount of clays in
the materials but by the properties of the mineral surface since a small amount of alumina can strongly affect the
properties of the mineral surface. This assertion will need, however, to be further backup by new experimental
checks in the future and spectroscopic analysis of the mineral surfaces.
2.4. Frequency Versus Time-Domain Measurements
Complex conductivity measurements can be performed in the time or frequency domain. There are several
ways to determine a characteristic relaxation time in time and frequency domains using a variety of tools
such as the Debye decomposition technique [Nordsiek and Weller, 2008], as already outlined in section 2.1.
To illustrate the correspondence between frequency and time-domain measurements, we consider the
Cole-Cole model as an example of the spectral response, since often a response similar to a Cole-Cole
model response is observed. In this case, the complex conductivity in the frequency domain is written as:




where sCC is the Cole-Cole time constant, c is the Cole-Cole exponent, M5ðr12r0Þ=r1 is the dimensionless
chargeability, r0 and r1 denoting the DC (x5 0) and high-frequency electrical conductivities, respectively.
In the time domain, and still adopting a Cole-Cole model, and assuming the primary current has been
injected for a sufficient long time (so all the polarization length scales are fully polarized), the voltage decay







where j denotes here the summation index, w1 denotes the secondary voltage just after the shut-down of





The secondary voltage is related to the chargeability M and the primary voltage w0 (existing in steady state































Portland sample (PS1) - Porosity 0.194, permeability 0.1 mD
75 Hz
Figure 6. Complex conductivity spectrum for the Portland sandstone (an illite-rich sandstone) investigated in this study (Sample PS1). The
pH was 9.1 and the conductivity of the pore water was 1.703 1022 S m21 (NaCl). The normalized chargeability Mn is (46 1)3 10
23 S m21.
The peak frequency used to predict permeability is shown by the arrow.
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Therefore, fitting data using a time-domain
function like the Cole-Cole model can be
used to determine a relaxation time, here the
Cole-Cole time constant sCC. It should be
noted, however, that this procedure is for-
mally correct only if the primary current has
been imposed long enough to the porous
rock, so that all the polarizable elements,
including the largest, have been polarized.
This corresponds typically to over 100 s
according to Tong et al. [2006a]. If this is not
the case, the relaxation time obtained
through time-domain induced polarization
measurements can be inadequate for esti-
mating permeability.
If time-domain induced polarization data are
used, one needs also to care of using four
electrodes and to avoid using the data for the
first 400 ms after the shut-down of the pri-
mary current (since they contain Maxwell-
Wagner and possibly electromagnetic cou-
pling effects). Ghorbani et al. [2007] devel-
oped some strategies to accurately
determine the Cole-Cole relaxation time from
both time-domain and frequency-domain
induced polarization measurements. In addi-
tion, the Cole-Cole model can be applied
even if the spectra are not perfectly symmet-
ric as discussed in details by Revil et al.
[2014a]. The spectra only need to be symmet-
ric close to the relaxation peak.
2.5. Condition of Validity of Equation (5)
There are several assumptions under which the relationship between the characteristic relaxation time,
the formation factor, and the permeability, may be invalid. An obvious case is when the rock hosts semi-
conductors such as pyrite or magnetite. In this case, a polarization with usually a clear and relatively
strong phase peak can be associated with the presence of these minerals. This polarization has nothing
to do with the pore sizes and therefore with the permeability of the porous material but strongly domi-
nates the quadrature (or phase) spectra [e.g., Wong, 1979]. The second case, which is much less trivial, is
related to the way the clay minerals are located in the pore space of the sandstone. Four cases can be
considered and are illustrated in Figure 8. Equation (5) is likely to be valid for the case of clean sand-
stones since the polarization length scale is expected to be controlled by the grain or pore sizes. The
case of clayey sandstones is less obvious. If the clay minerals are dispersed in the porous material (e.g.,
coating the sand grains), equation (5) is still expected to perform well. However, in the structural or lami-
nar shale cases (see Figure 8), the polarization length scale(s) associated with the polarization of the





















Si Si Al Si Si Si
c.
H O2
Figure 7. Incorporation of alumina through the surface of a clean sand-
stone like the Fontainebleau sandstone. (a) Surface complexation on the
mineral surface of a hydrated alumina cation. (b) Incorporation of the alu-
mina into the crystalline framework. (c) After the assimilation of alumina,
the surface of the sandstone possesses both aluminol and silanol surface
sites. Its electrochemical properties can therefore differ from that of pure
silica. The cement present in the Fontainebleau sandstone possesses alu-
mina and its surface properties seem affected by its presence.
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2.6. Uncertainty Regarding the Relaxation Time
The uncertainty in the determination of the relaxation time is an important issue to estimate the resulting
uncertainty in the predicted permeability. In practice, however, this is extremely challenging. The three
repeat measurements used to determine the standard deviation for each data point in our laboratory are
not very suitable for this purpose. The uncertainty cannot be therefore consistently assessed for all data
sets used in this study. The Bayesian uncertainty analysis of relaxation time discussed in Koch et al. [2012] is
not really appropriate either because it assumes that the spectra can be described by an analytical model
such a Cole-Cole response. The obtained uncertainty in the relaxation time strongly depends on the ade-
quacy of this assumption, which is difficult to estimate. Therefore, in this paper, while we recognize that the
determination of the uncertainty for the relaxation time is an important issue but we will not try to assess a
general methodology to assess this uncertainty.
3. Relationship Between Different Relaxation Time Parameters
Using equation (5) for permeability estimation requires inferring the characteristic relaxation time, s0, from
the measured an induced polarization spectrum. As outlined in section 2.1, different relaxation time param-
eters have been considered as characteristic relaxation times in previous works, including peak relaxation
time, sp, the corner relaxation time sc, Cole-Cole relaxation time, sCC, and some sort of relaxation time








Clean sandstone Laminar shale
Dispersed clays Structural shale
Figure 8. Classical clay-type distributions in sandstones. We expect our model to work for the clean sand and the case of dispersed clays
coating the surface of the silica grains. In the case of the laminar shale and structural shale, the polarization is not expected to provide
information regarding the pore size controlling the permeability of the material.
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relaxation time distribution [e.g., Tong et al., 2006a; Nordsiek and Weller, 2008; Zisser et al., 2010]. Obviously
all these relaxation time parameters, for a general shape of the spectrum, differ to some degree. A direct
comparison of characteristic relaxation times reported in the literature is further complicated by the fact
that they can be determined based on the complex conductivity spectrum or the complex resistivity spec-
trum, or—in the case of sp—based on the phase spectrum or the imaginary spectrum, all providing differ-
ent results [Florsch et al., 2012; Tarasov and Titov, 2013]. Even for a perfect Cole-Cole model response, sCC
and sp become equal only if the chargeability M approaches zero (based on a complex resistivity parameter-
ization, it is sCC5 sp (12M)
1/2c) [e.g., Tarasov and Titov, 2013], and sCC and smD are only equal if the parame-
terization of the log relaxation time distribution underlying the Debye decomposition symmetrically covers
the peak in the spectrum. The latter is an obvious result when recalling that the Cole-Cole model response
can be described by a superposition of Debye model responses for a symmetric log distribution of relaxa-
tion times [e.g., Cole and Cole, 1941].
We can also comment on the use of the Debye model as kernel for the decomposition of the spectra. A
problem with this choice was highlighted recently by Revil et al. [2014a]. There is no evidence that the
Debye model response appropriately represents the elementary polarization response of a single pore or
length scale in a rock. For example, the short-narrow-pore model by Titov et al. [2002] predicts a Cole-Cole
type response with c5 0.62, a value which Tarasov et al. [2003] also used in their decomposition procedure.
Revil et al. [2014a] argued that in the decomposition the Debye model response should be replaced by a
Warburg model response (i.e., a Cole-Cole type response with c5 0.5) to obtain a more appropriate distribu-
tion of relaxation times. Note that Florsch et al. [2014] offered recently a more general framework to decom-
pose spectra using different types of response functions.
4. The Intrinsic Formation Factor
A very important ingredient of our approach is a reliable measurement of the intrinsic formation factor, since
the ‘‘apparent’’ formation factor (ratio of the conductivity of the pore water by the conductivity of the material)
is not a textural property of the pore network and would lead to an overestimation of the permeability if used
in equation (5). When the conductivity of the rock sample is obtained at several salinities, there are well-
established methods to fit the conductivity equation to get the intrinsic formation factor [e.g., Vinegar and
Waxman, 1984]. The problem is when the complex conductivity data are obtained at a single salinity, includ-
ing a high salinity (for cases where significant surface conductivity exists). If the porosity is available, and a
value of the cementation exponent can be estimated from the cation exchange capacity and the porosity of
the core sample [Revil et al., 1998, Figure 5], the formation factor can be obtained through Archie’s law.
Another way is to use a recently developed relationship between the quadrature conductivity and the surface
conductivity to estimate the intrinsic formation factor. These approaches are discussed in the next sections.
4.1. Tests of Archie’s Law
In a number of papers in hydrogeophysics, authors do not make the distinction between intrinsic and appa-
rent formation factors. The apparent formation factor is defined as the ratio between the low-salinity pore
water conductivity divided by the conductivity of the core sample. However, even for a clean sandstone like
the Fontainebleau sandstone, Revil et al. [2014b] showed recently that there is a substantial difference
between the intrinsic and apparent formation factors at low salinities, typically for what is considered fresh-
water (Figure 9). It is clear that if we consider the apparent formation factor instead of the intrinsic one, we
cannot achieve an accurate estimate of the permeability, which will be overestimated since the apparent
formation factor is always smaller than the intrinsic formation factor.
We test here the validity of Archie’s law F5/2m that can be used to estimate the intrinsic formation factor
from the porosity. In Figure 10, we use the data from Revil et al. [2014b, Table 1] and the data from the data-
base described in section 5. We see that for the clean and clayey sandstones, we can fit the data with
Archie’s law with a single prescribed value of the cementation exponent m. Usually, we expect that the
value of the cementation exponent will also increase slightly with the cation exchange capacity of the mate-
rial, so with the clay content at a given clay mineralogy, as explained by Revil et al. [1998, Figure 5].
Among the references used to build our database, there are cases for which the provided values of the for-
mation factor do not seem reliable. For instance, in Titov et al. [2010], the provided value of the formation
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factor of the Portland sandstone yields a cementation exponent smaller than 1, which is physically impossi-
ble [see Revil, 2013a, Appendix A and equation A15]. In this case, we used Archie’s law to determine the
value of the formation factor. This will be the case for the value provided by Titov et al. [2010] for the Port-
land sandstone and for the data set from Tong et al. [2006a] (full data set 4).
4.2. Using the Quadrature Conductivity
Usually, the frequency dependence of the in-phase conductivity is weak (i.e., the chargeability is much
smaller than one) and can be, at first approximation, neglected. With this assumption, the (in-phase) con-
ductivity can be written as (see Appendix A),
r’  r15 1F rw1rS; (11)



















Revil [2013b] introduced a dimensionless ratio R between the quadrature conductivity or normalized char-
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Figure 9. Apparent formation factor versus pore water conductivity for two of the samples in the database. The apparent formation factor
is defined as the ratio of the conductivity of the pore water divided by the conductivity of the core sample. (a) For the Fontainebleau sand-
stone (sample Z01Z, low porosity). The plain line denotes the linear conductivity model discussed in the main text. There is a strong differ-
ence between the apparent formation factor (which is not a textural property of the porous material) and the intrinsic one for clean
sandstones except at very high salinities. Note that two additional salinities have been made with respect to the data set used in Revil
et al. [2014b]. (b) Same for the Portland sandstone, a clay-rich sample. For this sandstone, the apparent formation factor is different from
the (intrinsic) formation factor F even at 2 S m21 for the conductivity of the pore water. The (inrinsic) formation factor is F5 43.86 2.2
(and therefore m5 2.3) while the surface conductivity (defined by equation (11)) is rS5 0.0246 0.002 S m
21.
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We can analyze the value of R for sands and clays. Using a broad database of core samples, Weller et al.
[2013] obtained for the ratio between quadrature and surface conductivity 2r00 =rS5 0.042 (using data fit-
ting). In Figure 11, the database consists of data from Weller et al. [2013] (sands and sandstones), Woodruff
et al. [2014] (tight oil and gas shales) and Revil et al. [2014b] (clean Fontainebleau sandstone covering a
broad porosity range). This data set allows testing the predicted linear relationship between the quadrature
conductivity and the surface conductivity over 6 orders of magnitude. The plain line in Figure 11 is consist-
ent with2r00 =rS5 0.042.
Using a broad database of core samples, Weller et al. [2013] obtained (using data fitting) R5 0.20 for the
ratio between normalized chargeability and surface conductivity (see Figure 12 with the addition of the
data set given in Table 1 extending the trend to higher and lower normalized chargeabilities). Therefore,
the value determined in Figure 11 is in excellent agreement with the present model. Indeed, according to
Figure 10. Test of Archie’s law F5/2m for the clean sands and sandstones. (a) Clean sands and Fontainebleau sandstones (Table 1) [Revil et al., 2014b]. (b) Clayey sandstones (Tables 2
and 4 with the exception of the St Bees sandstone). (c) St Bees sandstones (Table 2). In absence of measurements of the (intrinsic) formation factor, we can compute its value from poros-
ity using a cementation exponent of 1.5 for clean sands and sandstones and 1.7 for clayey sandstones.
Water Resources Research 10.1002/2015WR017074
REVIL ET AL. PERMEABILITY FROM SPECTRAL INDUCED POLARIZATION SPECTRA 6684
equation (15), a ratio of 2r00 =rS5 0.042 yields R5 0.21 close to the value given above. Equation (15) seems
therefore very robust. This also is true in unsaturated conditions and in anisotropic materials such as oil and
gas shales as discussed by Woodruff et al. [2014].
We can therefore now determine the formation factor using the in-phase and quadrature conductivities at








10-7 10-6 10-5 10-4 10-3 10-2 10-1
Weller et al. (2013)

























+ Revil et al. (2014)
10-8
Portland (this work)
Figure 11. Absolute value of the quadrature conductivity versus surface conductivity for siliclastc materials. Data from Weller et al. [2013]
for sands and sandstones, Woodruff et al. [2014] (oil and gas shales), and Revil et al. [2014a, 2014b] (Fontainebleau sandstones). The black
lines corresponds to—r00/rS5 0.0376 0.02 (correlation coefficient r
25 0.79). This relationship is independent on the water saturation of







































Figure 12. Normalized chargeability versus surface conductivity using the database of Weller et al. [2013] and a data set including clean
sandstones, clayey sandstones, and saprolites [see Revil et al., 2013a, 2013b, 2013c, Revil et al., 2014b, and this work]. The grey area corre-
sponds to the 98% confidence interval.
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B€orner et al. [1996], Weller et al. [2013], and
Revil [2013b] have developed a method to
estimate the intrinsic formation factor from
the knowledge of the pore water conductiv-
ity and the in-phase and quadrature conduc-








where the quadrature conductivity is taken
as a negative number. Equation (18) can be
used to image, at the field scale, the intrinsic
formation factor knowing the conductivity
of the pore water rw and images of the in-
phase and quadrature conductivities. Note
that the formation factor is strictly inde-
pendent of the frequency. However,
because we have neglected the frequency
dependence of the in-phase conductivity, it
may appear slightly dependent on the fre-
quency if equation (18) is used with the
assumption stated above.
5. Database
In this section, we describe the four data
sets used in our analysis. For each data set,
we describe the way the data were acquired
(equipment and time-domain versus
frequency-domain measurements), the composition of the pore water, and the way the porosity and per-
meability were obtained.
5.1. Data Set 1
This data set (Table 1) includes a total of 22 clean sands and the high-porosity Fontainebleau sandstones.
We measured the complex conductivity spectra of three Fontainebleau sandstones. The experimental pro-
cedure is described in Revil et al. [2014b] and will not be repeated here (some of these spectra are shown in
Figure 2). These three core samples with the highest porosity exhibit quadrature conductivity properties
that are consistent with clean sands in terms of the value of Dð1Þ needed to fit the data. In contrast and con-
sistently with Revil et al. [2014b], the reported permeability is gas permeability corrected for the Klinkenberg
effect (see discussion in Revil et al. [2014b] for a presentation of the data set and see Klinkenberg [1941] for
a description of this correction). The pore water was obtained by mixing distilled water and pure NaCl to
control the salinity and NaOH to control the pH. We used a conductivity of 165 lS cm21 and a pH of 7.2.
In data set 1, we also use the experimental data from Koch et al. [2011, 2012] who investigated clean sands
with interfacial properties consistent with the properties of pure silica. All the samples from Koch et al.
[2011, 2012] were considered with the exception of sample SP3, which contains plate-like particles of mica
with a length of approximately 1 mm [see Revil et al., 2013a] and which behaves anomalously with respect
to the complete data set. The permeability to water was measured with a permeameter in steady state flow
conditions. For the complex conductivity measurements, the samples were saturated with a NaCl electrolyte
with an electrical conductivity rw ranging from 40 to 60 lS cm
21 (at 258C).
Finally, this data sets also includes measurements on four sands from four studies. For the New-Zealand sand
investigated by Joseph et al. [2015], the conductivity of the pore water varied between 12 and 900 lS cm21
Table 1. Data Set 1a
Sample k (mD) F / s0 (s) Type
F36b 17,600 3.77 0.44 0.44 P
F32b 53,100 3.55 0.44 0.51 P
WQ1b 129,000 3.25 0.47 2.13 P
SP1b 20,800 3.14 0.46 0.30 P
SP2b 33,000 3.40 0.44 0.30 P
SP4b 171,000 3.12 0.49 0.84 P
SP5b 280,000 3.10 0.48 4.68 P
SP6b 394,000 3.34 0.49 12.4 P
F36-Cb 11,100 4.12 0.38 0.23 P
F32-Cb 24,000 3.75 0.39 0.14 P
WQ1-Cb 75,000 3.97 0.42 1.86 P
SP1-Cb 11,700 3.23 0.41 0.14 P
SP2-Cb 19,800 3.55 0.39 0.40 P
SP4-Cb 105,000 3.52 0.44 0.80 P
SP5-Cb 196,000 3.36 0.43 3.65 P
SP6-Cb 256,000 3.63 0.43 3.42 P
M11c 1,430 17.2 0.16 0.08 C
Z17Zc 3,390 12.7 0.19 0.16 P
Z04Z1c 3,560 10.1 0.22 0.16 P
S2d 23,000 2.47 0.47 1.10 P
U30e 247,000 3.60 0.41 70 P
Bu12f 114 18.0 0.18 0.0032 P
aPetrophysical properties for the clean sands (16 samples from Koch
et al. [2011]), the high-porosity Fontainebleau sandstones (three sam-
ples, this work), and three other samples (sands and sandstones) from
various papers. The characteristic relaxation time s0 is obtained from the
peak frequency fp (see main text). This database comprises a total of 23
samples. All the measurements have been done in the frequency
domain. ‘‘Type’’ refers to the type of spectrum: peak frequency (P) or cor-
ner (C) frequency.
bFrom Koch et al. [2011, 2012]. Clean silica sands.
cThis work. High-porosity Fontainebleau sandstones (porosity above
0.16).
dFrom Joseph et al. [2015] New-Zealand sand.
eFrom Revil and Skold [2011]. Pure silica sand.
fFrom Weller et al. [2011]. Sandstone. Quartz (90%), plagioclase and
mica (5%).
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(at 258C, KCl). The frequency band investi-
gated was 0.01 Hz to 1 kHz using a custom-
built impedance meter. The permeability to
water was determined with a constant head
method. The sand U30 investigated by Revil
and Skold [2011] was saturated by a NaCl
solution (10 mM, pH 6.75) under vacuum.
Electrical conductivity spectra were meas-
ured at 19 frequencies over the frequency
range 2 mHz–45 kHz using the ZEL-SIP04-
V02 impedance spectrometer (Forschungs-
zentrum Julich GmbH) [Zimmermann et al.,
2007]. Sample Bu12 (‘‘Bunter Sandstone’’)
was investigated by Weller et al. [2011]
using NaCl solutions (960–21,880 lS cm21,
208C). The complex conductivity was
acquired over a frequency range 2.8 mHz–
12 kHz using a Fuchs impedance meter.
Porosity was determined by the standard
triple weight technique. Though no clay
minerals were identified by microscope in
this sample, a considerable amount of hem-
atite causes its reddish color (A. Weller, per-
sonal communication, 2015). Iron oxides
like hematite have, however, a very small
induced polarization signature [Aal et al.,
2014] that we consider negligible here
when the hematite is present in small
quantities.
5.2. Data Set 2
This data set (Table 2) comprises a total of 36
samples (mostly sandstones) including 11 low-
porosity Fontainebleau sandstones showing
polarization data consistent with clayey sand-
stones. The procedure used to investigate
these 12 Fontainebleau sandstone samples is
the same as reported above in section 4.1.
We have also added six samples from the
study of Revil et al. [2014a], five clayey sand-
stones, and one mudstone. Permeability
was estimated using the capillary entry
pressure curve with a resolution better than
half an order of magnitude (see Revil et al.
[2014a] for a complete description of the
methodology). For the complex conductiv-
ity measurements, these samples were satu-
rated with a natural groundwater with a
TDS (Total Dissolved Solids) of 318 mg L21,
a pH of 8.1, and an electrical conductivity rw (at 258C) of 479 lS cm
21. The main cations and anions of the
natural pore water were Na1 (30.6 mg L21), Ca21 (65 mg L21), K1 (3.9 mg L21), Cl21 (6.0 mg L21), HCO3
2
(123 mg L21) and SO4
22 (132 mg L21), and an alkalinity of 109 mg L21). Their spectra are shown in Figure 3.
Data set 2 contains three Berea sandstones with characteristic relaxation time in the range 2–8 s. This can
be compared with the value of 1.3 s inverted by Keery et al. [2012] using a Cole-Cole model and the value of
Table 2. Data Set 2a
Sample k (mD) F / s0 (s) Type
S499b 1103 5.6 0.265 2.6 P
S498b 35.9 9.0 0.206 0.20 P
S490b 635 12.1 0.233 3.2 P
S493b 115 18.3 0.232 0.41 P
S439b 2.62 13.3 0.208 0.023 P
S436b 1623 4.0 0.306 25.5 P
Z02Zc 2.49 84.6 0.050 0.16 C
M12c 2.17 289 0.051 0.53 C
Z18Xc 1.20 183 0.052 0.27 C
Z20Yc 4.7 141 0.052 0.20 C
Z01Zc 6.3 99.6 0.057 0.080 C
M14c 44.4 92.1 0.077 7.96 C
Z05Yc 42.3 51.4 0.084 5.31 C
Z15Xc 182 27.7 0.092 5.31 C
Z13X1c 190 40.8 0.100 7.96 C
Z03Yc 154 38.2 0.106 8.84 C
Z16Xc 15.7 38.9 0.069 0.20 P
Z18Yc 1.30 180.9 0.047 4.0 C
S16d 5.0 5.9 0.49 0.013 P
Bereae 102 18.5 0.18 7.96 C
GRf 330 9.8 0.25 3.98 P
Bu3f 0.02 68.5 0.09 1.59 P
Portlandg 0.42 15.8 0.197 1.4 -
Boise264g 604 13.7 0.256 3.2 -
Bandera274g 19.4 11.9 0.208 2.0 -
Massilon1065g 1091 12.9 0.220 20 -
Berea100g 258 18.8 0.202 2.2 -
Berea400g 843 14.0 0.236 2.0 -
SB1h 366 11.0 0.27 0.989 P
SB2h 4.9 22.4 0.20 0.147 P
SB3h 2.3 29.0 0.21 0.061 P
SB4h 14.5 21.7 0.25 0.137 P
SB5h 0.55 43.3 0.20 0.013 P
SB6h 0.04 49.3 0.18 0.004 P
SB7h 0.71 57.1 0.14 0.067 P
PS1i 0.10 43.8 0.194 0.0021 P
aPetrophysical properties for the clayey sandstones (six samples from
Revil et al. [2014a]), the low-porosity Fontainebleau sandstones (12 sam-
ples), one saprolite sample (S16), one Berea sandstone, one Cretaceous
sandstone from the ‘‘M€unsteraner Bucht’’ in northern Germany (GR), and a
fine-grained silty sandstone (Bu3). We have also added six additional
sandstones from the study of Titov et al. [2010] (including one Portland
sandstone core), seven new samples from the St Bees sandstones (see Fig-
ure 4), and one new sample of the Portland formation (see Figure 6). This
database includes a total of 35 samples all performed in the frequency
domain except for the work of Titov et al. [2010]. For the Portland sample
investigated by Titov et al. [2010], the reported formation factor (3.29) was
incompatible with a cementation exponent m larger than 1 indicating
clearly that the formation factor was an apparent formation factor. ‘‘Type’’
refers to the type of spectrum: peak frequency (P) or corner (C) frequency.
bFrom Revil et al. [2014a]. Clayey sandstones.
cThis work. Low-porosity Fontainebleau sandstones (porosity below
0.11).
dFrom Revil et al. [2013a, 2013b, 2013c]. Saprolite.
eFrom Lesmes and Frye [2001] and Lesmes and Morgan [2001]. Berea
sandstone (KCl).
fFrom Weller et al. [2011].
gFrom Titov et al. [2010].
hThis work. St Bees sandstone.
iThis work. Portland sample.
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1.8 s reported in Table 3 from the peak frequency of the same data set. The Berea sandstones investigated
by Lesmes and Frye [2001] and Lesmes and Morgan [2001] were saturated with a KCl solution at 0.01 M.
Porosity and permeability were determined using a helium porosimeter and a nitrogen permeameter. The
two Berea sandstones investigated by Titov et al. [2010] were saturated with two distinct NaCl solutions at 5
and 0.2 S m21 (258C). Their permeability was determined using a gas permeameter.
We also measured one sample from the Portland formation, the same formation that was investigated
by Titov et al. [2010] using time-domain measurements. The reason for this new test was that the results
obtained by Titov et al. [2010] for their Portland sample were inconsistent with the model tested in the
present work. We wanted to check if this sandstone was a special case for which the present model
would not apply (see Figure 8). The investigated sample (Sample PS1, Table 2) is characterized by a per-
meability to water of 0.1 mD for a porosity of 0.194, and a grain density of 2666 kg m23. We performed
spectral induced polarization measurements on this core sample (Figure 6). The pH of the saturating
fluid was 9.1 and the conductivity of the pore water was 1.70 3 1022 S m21 (NaCl). The Portland forma-
tion is characterized by a very high clay content with mostly kaolinite and illite (Table 3). The normalized
chargeability Mn5Mr15r12r0 was determined from the in-phase conductivity spectrum (used to
determine r1 and r0) to be 46 1 3 1023 S m21. Using R5Mn=rS  0.2 (see Weller et al. [2013] and sec-
tion 4.2 above), we obtain a surface conductivity rS  2 3 1022 S m21. The surface conductivity deter-
mined from the conductivity data shown in Figure 9b is rS  2.4 3 1022 S m21, therefore, in close
agreement. Since the intrinsic formation factor is close to 44 (Figure 9b), this indicates that at low salin-
ity, most of the conductivity response of the Portland formation is controlled by the surface conductiv-
ity. The discrepancy between our results and the results of Titov et al. [2010] could be explained because
Table 3. Composition (in Weight Fractions) of the Core Samples Used by Titov et al. [2010]a
Sample I S K Clay F C Q
Berea 100 3.4 0.0 2.6 6.1 4.4 3.9 84.4
Berea 400 2.5 0.0 2.7 5.2 3.9 1.1 88.6
Boise 264 2.0 4.5 0.0 6.4 45.2 0.8 44.6
Massilon 1065 2.4 0.0 1.3 3.7 0.0 3.9 88.0
Portland 6.9 0.0 24.2 31.2 9.1 22.6 28.4
Bandera 274 12.5 0.0 3.8 20.2 13.7 1.1 58.6
aI: Illite, S: Smectite, K: Kaolinite, F: Feldspar, C: Carbonate, and Q: Quartz. Note that the Portland sample is the sample characterized
by the highest amount of clay minerals (courtesy: Konstantin Titov and Nikita Seleznev).
Table 4. Data Set 3a
Sandstone Sample k (mD) F / s0 (s) Type
Bentheimer Be1 250.00 22.42 0.19 0.848 P
Obernkirchener O5 50.50 17.50 0.18 0.855 P
Gravenhorster G4 5.73 27.55 0.14 0.927 P
Coconino Co7 2.63 48.10 0.11 0.553 P
Cottaer C33 2.60 15.32 0.22 1.218 P
Berea 4B11 215.00 15.19 0.19 1.668 P
Clashach CLASH 523.00 14.39 0.17 3.193 P
Elb E3 4640.00 15.23 0.19 1.800 P
Penn. Blue PB5 <1.00 141.98 0.04 1.343 P
Arizona Chocolate AC2 <0.01 120.74 0.09 0.123 P
Arizona Chocolate AC4 0.05 115.71 0.09 0.191 P
Tennessee 2T 0.02 151.38 0.05 6.326 P
Tennessee 5T <0.01 143.34 0.06 5.668 P
Island Rust IR01 13.25 37.80 0.14 1.322 P
Island Rust IR02 22.32 33.90 0.15 1.403 P
Sherwood VEG2RI-2 4300.49 8.60 0.31 2.043 P
Sherwood VEC15-5 73.41 8.21 0.31 0.343 P
Sherwood HEC18-7 52.73 9.31 0.26 0.404 P
aThis data set comprises a total of 18 samples and is new (frequency-domain measurements). The formation factor is determined at
high salinity of 1 M L21 NaCl and is considered to be an intrinsic formation factor. ‘‘Type’’ refers to the type of spectrum: peak frequency
(P) or corner (C) frequency. The three Sherwood samples were previously considered in Binley et al. [2005] but spectra have been
remeasured for this work using a NaCl saturating fluid. For samples PB5, AC2, and 5T, the value is reported at the measurement limit.
For this data set, we apply the value of the diffusion coefficient for clayey sandstones (Dð1Þ (Na
1, 258C)5 3.8 3 10212 m2 s21).
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the two core samples, despite coming from the
same formation, are vastly different with one
having for instance some microcracks (K. Titov,
personal communication, 2015). Another expla-
nation could be that the approach used by
Titov et al. [2010] of using a Cole-Cole model to
interpret their time-domain induced polariza-
tion data is not valid because the spectrum of
the Portland sample displays a very asymmetric
shape (Weller, personal communication, 2015).
The data set also contains one saprolite core sam-
ple from Revil et al. [2013a] and five other sand-
stones from the study of Titov et al. [2010]. The
saprolite core sample was investigated with a
NaCl solution (300 mM). Complex conductivity
was measured over the range of 1 mHz–45 kHz
using the ZEL-SIP04-V02 impedance spectrometer
(Forschungszentrum Julich GmbH) [Zimmermann
et al., 2007] (see Figure 5a). Its permeability was
measured in a water permeameter whereas its
porosity was determined using the Archimedes
method (triple weight measurements). The five
sandstones investigated by Titov et al. [2010] were
saturated with two distinct NaCl solutions (4.31 S
m21 and 5.93 1022 S m21, at 258C). Their perme-
ability was determined using a gas permeameter.
Finally, we also considered seven samples from
the Triassic St Bees formation (part of the Sher-
wood Sandstone Group). The St Bees sandstone
is a red-brown, very fine to medium-grained,
commonly micaceous sandstone [Allen et al.,
1997]. The 25 mm diameter, 40 mm long plug
samples were obtained from sections of a 100 m
diameter core covering an interval of 17 m,
drilled in the Eden valley, Cumbria, UK. Porosity
of the samples was measured gravimetrically
using deaired water under vacuum. Gas perme-
ability was measured at the hydrogeological
properties laboratory at British Geological Survey
(Wallingford, UK) and a Klinkenberg correction
was applied. The permeability range was 366–
0.71 mD. In order to measure electrical proper-
ties, the samples were saturated under vacuum
at four different salinities (NaCl): 5 mM, 0.01 M,
0.1 M, and 0.5 M. Once saturated at each salinity,
samples were left to equilibrate for at least 24 h
before measurements were made. For all sam-
ples, the complex conductivity was measured at
19 frequencies over the range of 2 mHz–45 kHz
using the ZEL-SIP04-V02 impedance spectrome-
ter (Forschungszentrum Julich GmbH) [Zimmer-
mann et al., 2007]. The sample holder described
in Binley et al. [2005] was used for electrical
measurements.
Table 5. Data Set 4 From Tong et al. [2006a] (Clayey Sandstones)a
Sample k(mD) F / sg(ms)
1 770.00 22.041 0.213 370.80
2 663.00 24.507 0.202 643.90
3 519.00 27.127 0.192 679.10
4 450.00 26.031 0.196 476.50
5 447.00 23.338 0.207 374.10
6 402.00 27.701 0.190 716.30
7 400.00 24.507 0.202 616.20
8 370.00 28.293 0.188 496.90
9 370.00 34.199 0.171 756.60
10 351.00 29.861 0.183 360.30
11 347.00 30.524 0.181 286.90
12 341.00 27.995 0.189 685.80
13 302.00 31.562 0.178 684.70
14 297.00 21.633 0.215 682.90
15 281.00 30.190 0.182 325.40
16 276.00 41.091 0.156 317.70
17 245.00 43.283 0.152 321.90
18 243.00 32.653 0.175 563.20
19 229.00 30.864 0.180 486.60
20 215.00 48.902 0.143 227.50
21 214.00 39.062 0.160 827.40
22 204.00 23.565 0.206 302.70
23 174.00 31.562 0.178 321.40
24 166.00 41.623 0.155 316.80
25 165.00 55.692 0.134 254.90
26 165.00 32.283 0.176 276.70
27 154.00 24.752 0.201 255.30
28 152.00 39.062 0.160 209.20
29 150.00 42.719 0.153 389.80
30 147.00 32.653 0.175 226.40
31 147.00 34.199 0.171 178.50
32 115.00 35.856 0.167 116.90
33 110.00 30.524 0.181 219.40
34 101.00 30.190 0.182 123.80
35 94.600 31.919 0.177 232.80
36 92.600 30.864 0.180 195.30
37 66.300 49.593 0.142 99.400
38 64.300 33.802 0.172 152.60
39 64.100 35.013 0.169 288.50
40 61.700 38.579 0.161 267.00
41 34.300 50.299 0.141 86.900
42 34.000 55.692 0.134 240.70
43 33.600 90.703 0.105 148.30
44 32.500 39.062 0.160 175.10
45 31.900 31.919 0.177 100.10
46 16.300 60.093 0.129 95.300
47 16.000 53.279 0.137 57.900
48 15.900 27.701 0.190 32.100
49 15.800 73.051 0.117 58.700
50 15.700 58.272 0.131 46.900
51 15.400 58.272 0.131 98.100
52 10.000 53.279 0.137 50.100
53 10.000 81.162 0.111 53.400
54 8.5000 36.731 0.165 32.400
55 8.4000 56.532 0.133 17.300
56 8.1000 68.301 0.121 111.20
57 8.0000 45.043 0.149 31.500
58 7.7000 73.051 0.117 47.900
59 7.2000 48.225 0.144 21.700
60 7.1000 45.654 0.148 32.100
61 7.0000 62.000 0.127 25.200
62 6.9000 43.858 0.151 39.600
63 6.6000 65.036 0.124 31.200
64 6.6000 108.51 0.0960 39.400
65 6.4000 198.37 0.0710 52.700
66 6.3000 141.72 0.0840 30.900
67 6.2000 46.913 0.146 36.500
68 6.1000 75.614 0.115 38.100
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5.3. Data Set 3
Data set 3 (Table 4) comprises a total of 18 core
samples of clayey sandstones from a range of
sources. Induced polarization measurements
were made in the frequency domain on samples
saturated with a 0.01 M NaCl solution. The forma-
tion factors were determined at high-salinity (1
M NaCl) saturation, i.e., it was assumed that sur-
face conductivity at this salinity was negligible.
Porosity of the samples was measured gravimet-
rically using deaired water under vacuum. Gas
permeability was measured at the hydrogeologi-
cal properties laboratory at British Geological
Survey (Wallingford, UK) and a Klinkenberg cor-
rection was applied. For all samples, complex
conductivity spectra were measured at 19 fre-
quencies over the range 2 mHz–45 kHz using the
ZEL-SIP04-V02 impedance spectrometer (For-
schungszentrum Julich GmbH) [Zimmermann
et al., 2007]. As in the case of the St Bees core
samples, the sample holder described in Binley
et al. [2005] was used for electrical
measurements.
5.4. Data Set 4
Database 4 (Table 5) corresponds to the data
reported in Tong et al. [2006a] (Table 1) who
compiled a sizeable database of 123 samples
from a shaly sand formation of the Daqing oil-
field in China. The induced polarization measure-
ments were performed in the time domain with
a 120 s excitation time. This long time is probably
required to polarize all the relevant polarization
lengths scales existing in these sandstones (from
clay minerals to the quartz grains). The observed
voltage decay curves were inverted for the relax-
ation time distribution, the geometric mean of
which is then referred to as the characteristic
relaxation time (smD). The gas permeability (cor-
rected for the Klinkenberg effect) ranges
between 0.1 and 770 mD and the porosity
ranges between 0.071 and 0.215. The porosities
for this database were determined using a
helium porosimeter, while the permeabilities
were determined using steady state gas-flow
tests [Tong et al., 2006a]. The samples were satu-
rated by a 5 g L21 NaCl solution. Since the molar
mass of NaCl is 58.44276 g Mol21, this is equiva-
lent to 0.086 M L21.
6. Interpretation of the Results
The modeled versus measured permeabilities are shown in Figures 13–17 for data sets 1–4. Figure 13 shows
the predicted versus measured permeability (in mD) for the clean sands and high-porosity Fontainebleau
sandstones (data set 1). We see that the model works very well and is typically able to predict the measured
Table 5. (continued)
Sample k(mD) F / sg(ms)
69 6.1000 43.283 0.152 28.800
70 6.0000 56.532 0.133 42.300
71 6.0000 37.638 0.163 77.600
72 6.0000 46.277 0.147 46.800
73 5.9000 192.90 0.0720 67.100
74 3.5000 126.25 0.0890 26.400
75 3.4000 129.13 0.0880 29.900
76 3.3000 108.51 0.0960 37.000
77 3.1000 126.25 0.0890 52.200
78 3.0000 94.260 0.103 21.000
79 2.9000 59.172 0.130 16.400
80 2.8000 71.818 0.118 31.100
81 2.7000 110.80 0.0950 30.500
82 2.6000 37.638 0.163 25.800
83 2.5000 123.46 0.0900 53.600
84 2.3000 108.51 0.0960 42.800
85 2.0000 164.37 0.0780 35.300
86 2.0000 64.000 0.125 13.000
87 2.0000 96.117 0.102 7.6000
88 1.6000 53.279 0.137 11.700
89 1.6000 192.90 0.0720 19.400
90 1.5000 182.62 0.0740 47.200
91 31.500 45.043 0.149 113.90
92 30.900 73.051 0.117 214.60
93 30.400 57.392 0.132 89.250
94 30.300 51.020 0.140 194.70
95 30.200 40.058 0.158 78.800
96 30.100 27.701 0.190 122.60
97 29.800 36.290 0.166 98.300
98 29.200 81.162 0.111 198.20
99 29.000 40.058 0.158 160.80
100 28.600 53.279 0.137 96.800
101 28.500 56.532 0.133 129.20
102 28.400 92.456 0.104 139.00
103 28.000 58.272 0.131 277.50
104 25.900 59.172 0.130 73.200
105 25.400 85.734 0.108 106.00
106 16.900 27.127 0.192 26.400
107 16.400 76.947 0.114 76.500
108 1.5000 148.72 0.0820 30.400
109 1.2000 132.12 0.0870 25.800
110 1.2000 177.78 0.0750 12.900
111 1.1000 126.25 0.0890 13.200
112 1.1000 115.62 0.0930 15.400
113 1.0000 84.168 0.109 17.500
114 1.0000 75.614 0.115 19.100
115 0.90000 106.28 0.0970 17.400
116 0.60000 132.12 0.0870 8.8000
117 0.50000 145.16 0.0830 7.0000
118 0.40000 152.42 0.0810 13.400
119 0.40000 106.28 0.0970 12.700
120 0.30000 132.12 0.0870 5.1000
121 0.30000 138.41 0.0850 6.3000
122 0.20000 164.37 0.0780 11.700
123 0.10000 138.41 0.0850 3.7000
aThe formation factor is here determined from the porosity
using F5/22 (classical Archie’s law). This database includes a
total of 123 samples. The quantity sg denotes the relaxation time
reported by Tong et al. [2006a] (corresponding to smD in the main
text).
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Figure 13. Predicted versus measured permeability (in mD) for the clean sand samples and the three high-porosity Fontainebleau sand-
stones (data from Table 1). We use Dð1Þ (Na
1, 258C)5 1.33 1029 m2 s21, which is the value discussed in the text for pure silica. The grey











































Figure 14. Predicted versus measured permeability (in mD) for the 53 clayey sandstones and low-porosity Fontainebleau sandstones (data
from Tables 2 and 4). We use Dð1Þ (Na
1, 258C)5 3.8 3 10212 m2 s21, which is the value discussed in the main text for clay minerals. The
six samples not following the trend are marked with a ‘‘plus.’’ They correspond to the following core samples: (1) Sample Bu3 (Table 2), (2)
Portland sample from Titov et al. [2010] (Table 2), (3) Samples 2T Tennessee sandstone (Table 4), (4) Samples AC2 and AC4 Arizona Choco-
late (Table 4), and (5) Sample 5T Tennessee sandstone (Table 4). The grey area corresponds to plus or minus an order of magnitude with
respect to the predicted trend. Note that the measured permeability of Sample 5T and AC2 are likely to be less as they are close to the
limit of the measurement.
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Figure 15. Predicted versus measured permeability (in mD). These new results are obtained for the clayey St Bees and Portland sand-
stones, both investigated in the present work. The data from the St Bee sandstones are from Table 2. The spectra of the St Bees sandstone
samples are shown in Figure 4. The complex conductivity of the Portland sandstone (a very clayey sandstone) is shown in Figure 6. For
both data sets, we use Dð1Þ (Na
1, 258C)5 3.8 3 10212 m2 s21, which is the value recommended in the main text for clay minerals. Note

































(Tong et al., 2006a, b)
Figure 16. Predicted versus measured permeability (in mD) for the sandstones investigated by Tong et al. [2006a]. The relaxation time
given by Tong et al. [2006a] and obtained from time-domain measurements needs to be multiplied by a factor 17.1 to be compatible with
the characteristic time constant determined in the frequency-domain according to the procedure described in Figure 1. This factor has not
been fully justified and further work is needed to see how it can be explained form then definition adopted by Tong et al. [2006a] for their
relaxation time. We use Dð1Þ (Na
1, 258C)5 3.8 3 10212 m2 s21.
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permeabilities inside half an order of magnitude. In the model we used the value for the diffusion coeffi-
cient Dð1Þ (Na
1, 258C)5 1.3 3 1029 m2 s21, consistent with clean silica. As discussed in section 2, the model
is expected to work well for such materials if the polarization length scale is also the length scale controlling



































Figure 17. Predicted versus measured permeability for data sets 1–4 (all the samples are shown with permeabilities higher than 0.1 mD).
The shaded area corresponds to plus or minus 1 order of magnitude in the permeability determination. The only sample that is outside
the trend (indicated by a plus sign) is the Portland core sample investigated by Titov et al. [2010] using time-domain induced polarization
data. Our prediction seems reasonable over 7 orders of magnitude. The other outliers from Figure 14 do not appear in this figure since











































Figure 18. Permeability versus the ratio between the relaxation time and the intrinsic formation factor. Evidence for two discrete values of
the diffusion coefficient for the counterions of the Stern layer associated with the properties of the mineral surface and not with the clay
content per se. Permeability versus the ratio between the characteristic relaxation time and the intrinsic formation factor indicating the
existence of two distinct values of the diffusion coefficients, one for perfectly clean silica sands and one for clayey formations. Data sets 1
and 2 (Tables 1 and 2).
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Figure 14 shows the predicted versus measured per-
meability for the data sets 2 and 3 taken together.
These data sets include the Fontainebleau sand-
stones with porosity below 0.16 and various clayey
sandstones. The model performs fairly well, gener-
ally inside 1 order of magnitude. We notice, how-
ever, that the model performance is weaker than
that shown in Figure 13. There are also clearly some
core samples for which the model overestimates
the permeability by several orders of magnitude (3
orders of magnitude in the case of the Portland
sandstone using the data from Titov et al. [2010]).
These samples are characterized by high clay con-
tents. We will come back to this point in the
discussion.
Figure 15 shows a comparison between the predic-
tion of the model and the experimental data for the
St Bees sandstone (seven samples) and the Portland
core sample we have measured (one sample). The
model predicts accurately the permeability of these
two formations over 4 orders of magnitude.
Figure 16 shows the predicted versus measured per-
meability for the data from Tong et al. [2006a]. We use
Dð1Þ (Na
1, 258C)5 3.8 3 10212 m2 s21 assuming that
we are dealing with clayey sandstones (but this is
unclear from the paper of Tong et al. [2006a]) and we
have multiplied all the time constants given by Tong
et al. [2006a] by a constant factor (17.1). The relaxation
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Figure 19. Quadrature conductivity versus cation exchange capacity. Evidence for two discrete values of the mobility for the counterions
of the Stern layer associated with the properties of the mineral surface and not with the clay content per se. Quadrature conductivity ver-
sus CEC for clean sand clayey formations characterized by the same bulk tortuosity (see Tables 6 and 7 for the data sets). The permeability
and quadrature conductivity data are mutually consistent in terms of relationship between the diffusion coefficient and the mobilities
through the Nernst-Einstein relationship (compare Figures 18 and 19).
Table 6. Quadrature Data Versus Cation Exchange Capacitya
Sample r00 (1024 S m21) CEC (C kg21) Bulk Tortuosity, F/
#3477b 1.50 237.74 3.0
#3336Ab 1.17 393.65 4.7
#3478b 1.41 417.70 3.4
#101b 2.14 531.40 3.4
#102b 1.29 599.84 3.3
#CZ10b 2.13 772.91 4.1
#3833Ab 2.23 1,154.1 3.1
#3126Bb 4.76 1,446.1 2.9
#3847Ab 1.42 754.56 6.0
#3283Ab 3.43 1,245.8 3.6
#3885Bb 1.27 1,676.7 5.9
#3972Eb 3.52 1,546.7 4.1
#3258Ab 3.69 2,022.1 6.4
#3891Ab 4.36 3,325.2 7.5
#3308Ab 10.8 5,498.4 3.5
#3323Fb 12.0 10,145 4.1
#3324Ab 9.53 6,623 6.6
#3323Eb 13.5 9,802 4.2
#3324Bb 10.6 7,843 6.0
#3306Fb 10.9 7,123 8.2
S9c 11.0 1,350 2.0
S16c 16.5 5,105 2.9
S22c 15.5 11,560 1.9
S14d 12.0 5,047 2.8
S20d 12.0 4,999 1.7
S18d 16.0 7,570 2.6
S5d 10.0 8,254 2.0
S12d 13.0 6,598 1.9
S7d 40.0 4,777 1.8
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proportional to the definitions we used earlier in sec-
tion 2. We have already discussed in section 3 that
several definitions exist for the relaxation times and
great care should be exercised in using them. In other
words, the measured permeability values from Tong
et al. [2006a] are proportional to the ratio between the
relaxation times to the formation factor, but the coeffi-
cient of proportionality has been empirically deter-
mined. The prediction of our formula works better
than an order of magnitude for this database. In Fig-
ure 17, we combine the different databases (1–4) and
we see that our formula is able to predict the perme-
ability inside plus or minus an order of magnitude.
7. Discussion
We first come back to the discrete values taken by
the diffusion coefficients in our model. As outlined
in section 2.3, the mobility of the counterions in the
Stern layer is related to the diffusion coefficient of
the counterions by the Nernst-Einstein relationship
DSð1Þ5kbTb
S
ð1Þ=jqð1Þj. In Figure 18, we plot the value
of the measured permeability versus the ratio s0=F.
The data exhibit two distinct trends with diffusion
coefficients consistent with the value of the mobility
determined from the quadrature conductivity data
shown in Figure 19 (data for this plot are provided
in Tables 6 and 7). Once corrected for the effect of
tortuosity and the effect of salinity, the data show
two distinct trends evidencing two distinct values of
the mobility of the counterions in the Stern layer.
This implies in turn two distinct values of the diffu-
sion coefficient for the counterions in the Stern
layer. This consistency seems to validate the Stern
layer model. In natural settings, it seems that only
the clayey trend matters since the surface of silica
will be usually contaminated with alumina and/or
iron. Exceptions can, however, be expected as in the
data reported by Slater et al. [2014].
The second point that deserves discussion is the
choice of the characteristic relaxation time. As
already discussed in section 3, there are a number
of ways of computing relaxation times that have
been introduced in the literature. The relaxation
times introduced in Figure 1 for two quite distinct
types of spectra are probably the simplest one to
estimate and to use to compute the permeability. Other types of characteristic times have been defined
based on decomposition of the spectra using a specific function such as the Debye or Warburg functions.
These decompositions lead to a (normalized) probability density of relaxation times from which some aver-
aged or characteristic values can be determined such as the peak, the median, the arithmetic mean, or the
geometric mean. We can therefore question the appropriateness of these characteristic times regarding the
determination of the permeability. More work is needed here to investigate this issue.
The third point deserving some discussion concerns the limitation of the present approach. Some spectra
do not show any characteristic relaxation time. In this case, it is better to use a relationship between the
Table 6. (continued)
Sample r00 (1024 S m21) CEC (C kg21) Bulk Tortuosity, F/
E6g 2.94 1,125 4.3
E7g 2.47 741 3.2
E10g 2.75 1,763 3.8
E12g 0.61 284 3.3
E14g 0.78 498 2.7
E17g 0.114 46 4.7
B2g 0.18 74 3.0
B4g 0.44 99 2.7
R1g 1.27 307 6.9
R3g 1.44 384 4.4
C1h 0.24 29.9 2.4
RSLi 6.7 3,660 1.2
VEG2RI-2j 5.6 5,490 2.7
VEC15-5j 7.7 7,995 2.6
HEC18-7j 16.2 7,494 2.4
SB1k 10.0 1,596 3.0
SB2k 5.28 2,949 4.5
SB3k 5.55 3,278 6.1
SB4k 8.10 3,501 5.4
SB5k 4.05 4,563 8.7
SB6k 3.68 4,273 8.9
SB7k 3.07 3,354 8.0
aThe bulk tortuosity is given by the product F/. Note that 1
cmol kg215 1 meq/(100 g)5 963.2 C kg21.
bVinegar and Waxman [1984]. Shaly sands, CEC measured
with the procedure reported in Mortland and Mellor [1954].
Quadrature conductivity measured at 30 Hz (258C). Values
given at 2 M NaCl.
cRevil et al. [2013a]. Saprolite, CEC determined from surface
conductivity data.
dRevil et al. [2013b, 2013c]. Saprolite, CEC measured using
BaCl2.
eThis work. Portland sandstone, CEC from the clay
mineralogy.
fUnpublished work (bentonite mix with sand, 100%, 80%,
60%, and 20% bentonite weight percentage). Measurements
made at 0.1 S m21 NaCl. The CEC of the pure bentonite has
been measured with barite. The CEC of the mixes is obtained
from the CEC of the pure bentonite and the mass fraction of
bentonite. The quadrature conductivity is given at 1 kHz
because of the small size of the pores.
gB€orner [1992] (sandstones rw5 0.1–0.2 S m
21 NaCl). The
CEC values are obtained from the specific surface areas using
CEC5QSSSp with Qs5 0.32 C m
22 [see Revil, 2012].
hGrunat et al. [2013]. Haven loam soil. CEC using BaCl2.
rw5 0.1–0.2 S m
21 CaCl2.
iSchwartz et al. [2014] and Shefer et al. [2013]. Red sandy
loam. CEC using BaCl2. rw5 0.12 S m
21. 3 Hz.
jSherwood sandstones, this work. 0.01 M NaCl. The CEC is
obtained using ammonium.
kSt Bees sandstone. Source: L. Mejus, L. (Using multiple geo-
physical techniques for improved assessment of aquifer vul-
nerability, unpublished PhD thesis, Lancaster Univ., Lancaster,
U. K., 2014) Salinity: 0.01 M NaCl. The CEC is obtained using
ammonium.
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permeability, the intrinsic formation factor, and the quadrature conductivity as discussed by Revil and
Florsch [2010] and very recently by Weller et al. [2015b]. Also Figures 14 and 16 shows that our model seems
limited to permeability higher than 1 mD. For very low permeabilities, the intrinsic formation factor needs
to be carefully investigated since the use of an apparent formation factor can overestimate the predicted
permeability by more than order of magnitude and the use of a measurement at a single high salinity may
fail to provide the intrinsic formation factor (see Figure 9b). The reason is that the high-salinity range that
can be used is limited by the saturation in salt of the brine while high surface conductivity can exist in
smectite-rich rocks. This emphasizes the o use either multiple salinity data sets [Vinegar and Waxman, 1984]
or the relationship between quadrature conductivity and surface conductivity, to remove the effect of sur-
face conductivity as discussed by Weller et al. [2013].
Table 7. Quadrature Data Versus Grain Diameter for Natural and Pure Sands and Glass Beadsa
Sample r00 (1024 S m21) d (lm) CEC (C kg21) Bulk Tortuosity, F/
Z16Xb 0.028 250 5.80 2.7
S#70c 0.79 200 7.25 1.5
B#30d 0.14 500 2.90 1.5
A#70d 0.12 200 7.25 1.5
L1e 0.020 260 5.57 1.6
F1f 0.030 250 5.80 2.7
F3f 0.018 250 5.80 8.0
U30g 0.30 175 8.28 1.5
Sand Bg 0.28 350 4.14 1.2
F36h 0.0095 180 8.05 1.8
F32h 0.0045 270 5.37 1.6
WQ1h 0.0085 660 2.20 1.5
SP1h 0.0060 180 8.05 1.5
SP2h 0.0060 240 6.04 1.7
SP3h 0.0070 320 4.53 1.6
SP4h 0.0065 500 2.90 1.5
SP5h 0.0150 680 2.13 1.5
SP6h 0.0075 870 1.67 1.6
Ga38i 0.060 100 14.5 1.4
G39j 0.035 100 14.5 1.5
S1k 0.023 180 8.05 1.5
S2k 0.030 35 41.4 1.5
S1l 1.05 168 8.63 1.3
B1-2m 0.0843 1560 0.929
B2-2m 0.0347 1910 0.759
B3-4m 0.0900 1810 0.801
B4-1m 0.0977 1870 0.775
B6-1m 0.174 1180 1.23
C1-2m 0.127 1010 1.43
C2-2m 0.0836 1910 0.759
C3-2m 0.0956 1590 0.911
C3-4m 0.106 890 1.63
C4-5m 0.171 730 1.99
C5-2m 0.100 1970 0.736
C5-5m 0.127 810 1.79
S1n 0.03 200 7.25 1.4
Sando 0.01 200 7.25 1.4
aFor silica grains, the equivalent CEC is given by CEC5 6 QS/(qs d) with a surface charge density of QS5 0.64 C m
22, d is the diameter
of the sand grains, and qs5 2650 kg m
23 denotes the mass density of the silica grains. The values of the quadrature conductivity are
generally reported at their peak frequency.
bRevil et al. [2014a, 2014b]. Fontainebleau sandstone. NaCl. 0.8 Hz.
cUnpublished (clean silica sand). 1 Hz. rw5 0.1 S m
21 NaCl.
dSchmutz et al. [2010]. 0.05 Hz. rw5 1.43 10
22 S m21 NaCl.
eSlater and Lesmes [2002]. 1 Hz.
fB€orner [1992]. rw5 0.1 S m
21 NaCl.
gRevil and Skold [2011].
hKoch et al. [2011, 2012]. Natural sands. rw5 0.1 S m
21 NaCl.
iSchmutz et al. [2012]. Fontainebleau sand. rw5 0.039 S m
21 tap water.
jVaudelet et al. [2011a]. Fontainebleau sand. rw5 0.03 S m
21 NaCl.
kLeroy et al. [2008]. Glass beads. rw5 0.005–0.041 S m
21.
lJoseph et al. [2015]. Silica sand. rw5 0.1 S m
21 KCl.
mSlater et al. [2014]. Matrix of unconsolidated sediment. rw5 0.02 S m
21 NaCl.
nAbdel Aal et al. [2014]. Sand. rw5 0.1 S m
21 (artificial ground water). 10 Hz.
oBreede et al. [2012]. Sand. 1 Hz.
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The final point concerns the effect of the counterion. Usually in most ground waters, sodium is the main
counterion. Exceptions exist for ground water in contact with carbonates for which Ca21 can be the domi-
nant cation. The effect of the cation on the polarization of the porous material was extensively discussed in
Vaudelet et al. [2011a, 2011b].
8. Conclusions
We have tested a simple equation to predict the permeability from the intrinsic formation factor and the
characteristic relaxation time observed in the low-frequency quadrature conductivity of porous rocks. The
prediction of this equation is very close to the measured permeability with an uncertainty typically within
half an order of magnitude of permeability for permeabilities higher than 1 mD. For porous media that do
not contain a significant amount of semiconductors (e.g., pyrite, magnetite), this equation can be used to
provide an estimate of the permeability, usually inside 1 order of magnitude of the true values, also for
clayey materials with dispersed clays. This approach is, however, valid only if a characteristic relaxation time
can be defined in the spectra. When this is not the case, Revil and Florsch [2010] and Weller et al. [2015b]
have shown that we can still get an approximate estimate of the permeability from the intrinsic formation
factor and the quadrature conductivity instead of the relaxation time.
Our approach also relies on two values of the diffusion coefficient used to convert the main relaxation time
into a pore size. The choice of the value of the diffusion coefficient is based on the properties of the mineral
surface: pure silica and clays exhibit very different behaviors. That said, a small amount of alumina can
strongly modify the properties of the silica as discussed by Iler [1979]. The internal consistency of the Stern
layer model used in this work is supported by the fact that the two values of the diffusion coefficients are
consistent with the two values of the mobility of the counterions in the Stern layer used to assess the low-
and high-frequency asymptotic conductivities.
Appendix A: The Cole-Cole Model
A very popular complex conductivity model is the Cole-Cole function:
r  ðxÞ5r12 Mn11 ixs0ð Þc ; (A1)
[Cole and Cole, 1941] and where the normalized chargeability is traditionally defined by Mn5r12r0  0,
the chargeability is M512r0=r1, and c denotes the Cole-Cole exponent. In equation (4), s0 denotes the
characteristic relaxation time (or time constant), and r0 and r1 denote the low-frequency and high-
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As discussed in Revil et al. [2014a], we have 0  c  0:6, i.e., even for a very narrow pore size or grain size
distribution, the Cole-Cole exponent c is never much above the value c5 1=2, corresponding to a Warburg
function. The physical reasons for this behavior are explored in Revil et al. [2014a]. Cole-Cole spectra for c
close to zero correspond to very flat spectra in the frequency domain and are not of high interest here. For
c51=2, we have,
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Mn  2 15Mn: (A5)
Equation (A5) means that the quadrature conductivity taken at (or close to) the relaxation peak is propor-
tional to the normalized chargeability, which can be determined either from frequency-domain induced
polarization data (using the behavior of the real part of the conductivity versus the frequency) or from time-
domain induced polarization data [Fianduca et al., 2012]. In this second case, it is important that the dura-
tion of the primary current be long enough to polarize all the pores of the porous material. For instance
Tong et al. [2006a, 2006b] use a polarization time of 120 s. In the frequency-dependent conductivity model
obtained through a volume-averaging approach by Revil [2013a,b], the low and high-frequency conductiv-



















where / (dimensionless) denotes the connected porosity, F (dimensionless) denotes the (intrinsic) electrical
formation factor related to the connected porosity by Archie’s law F5/2m where m 1 is known as the first
Archie’s exponent, cementation exponent or porosity exponent [Archie, 1942], rw (in S m
21) corresponds to
the pore water conductivity, and f (dimensionless) denotes the fraction of counterions in the Stern layer (typi-
cally 0.90 for clays, see Revil [2013a,b]). In equations (7) and (8), qS denotes the mass density of the solid
phase (typically 2650 kg m23 for silica minerals and 2700 kg m23 for clay minerals), bð1Þ and b
S
ð1Þ have been
defined in the main text and the CEC denotes the cation exchange capacity of the material (expressed in C
kg21). The cation exchange capacity corresponds to the total amount of cations that can get sorbed on the
surface of a mineral. For silica grains, Revil [2013b] proposed the following relationship: CEC5 6 QS/(qs d) with
QS5 0.64 C m
22 and qs5 2650 kg m
23 and where d denotes the mean grain diameter.
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